
PP 9724, PP 9748 
film viewers for industrial radiographs 

 

Characteristics 

  PP 9724/9748 film viewers are intended for visual checking of developed radiographs of high densities 
range, especially of films for industrial radiography the sizes of which are 100x480 mm (type PP 9748) or 
100x240 mm (type PP 9724) and similar ones. The viewed radiographs are laid on opaque glass screen 
and they are lit through with an intensive light source. Film viewers using size-reduction masks with 
magnetic holding are also suitable for films of 60mm width or other small film sizes. 

   

  PP 9724 and PP 9748 film viewers consist of a solid steel sheet case with powder-painted surface. In 
both sides of the viewer case cooling fans are built in, providing forced cooling of the internal space of 
viewer. Air intake and air deflectors arrangement inside the viewer case provide a contra flow cooling of 
optical elements. Hot air is taken out through the perforation holes in both the case sides. This 
arrangement provides a maximum cooling of viewer screen with good impact on the elimination of heat 
deformation of the viewed films. The viewer is equipped with a handle for enabling easy carrying. 
 
 
 

  PP 9748 
 
 
 

  The light power of the used iodide bulbs is increased by a light reflector, which also decreases the 
negative impact of thermal radiation on the viewer case. The light source arrangement in combination with 
the used opaque glasses provide a low disturbance of the luminance of the viewing screen and a high 
brightness level necessary for the viewing of films with high densities. The heat stress of radiographs is 
minimized by the dethermal glass filter. 
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  The light source is powered from mains with a triac phase-controlled regulation unit. After switching on 
the film viewer with a main switch, a dimmed luminance of the screen is set. After pressing the foot-switch 
a setting knob on the front panel can be used for regulating of the screen brightness within the range of 
approx. 20-100%. Setting the above mentioned dimmed background luminance decreases the exhaustion 
of the operator’s eyes during the manipulating with developed radiographs in dark environment. The 
advantages of the foot-switch control are especially decreasing of electricity consumption, and a heat 
stress of the viewer, and doing away a thermal curling of the radiographs.  

   

        Technical parameters 

 PP 9724 PP 9748  

maximum film size 10x24cm 10x48cm 

voltage requirement 220-240 V / 50-60Hz 220-240V / 50-60Hz 
power consumption 1000W 1400W 
used bulb(s) 1 x J 254 1000W/230 V 10 x HPS 150W/24 V 

regulation range 20 -100% 20 -100% 
luminance range appr. 2500 - 100000 lx appr. 2500 - 120000 lx 

dimensions (w x h x d) 415x200x170mm 570x200x170mm 
weight appr. 4.5 kg appr. 7.8 kg 
screen size 220x85 mm 460x85 mm 

maximum density max. 3.5 D max. 3.7 D 
  
 

 
  


